
76mm WIDE BASED POST

ILLUMINATED SIGNS DIAG NO. 544 &

573. (TS1)

600mm line, 200mm WIDE IN WHITE

THERMOPLASTIC TO DIAGRAM 1001.3

ZIG ZAG LINES 2000mm line, 100mm

WIDE  WITH 150mm GAP IN WHITE

THERMOPLASTIC TO DIAGRAM 1001.3

DIAGRAM NO. 1055.1

95mm SQUARE,

GAP varies based on road width

1000mm LINE WITH 1000mm GAP,

100mm WIDE IN WHITE

THERMOPLASTIC TO DIAGRAM 1010
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EXISTING REFUGE ISLAND

TO BE REMOVED ALONG WITH

ILLUMINATD BOLLARDS AND

CENTRAL BEACON

KEY

Precast concrete tactile

paving in red

Belisha Beacon with

floodlight and courtesy

shroud Type ZCB/FLOOD to

HSD/1298/110/A

Existing road markings

Proposed road markings

N

TS1

Notes

1. This drawing is not to be scaled.

2. This drawing is to be read in conjunction

with all other drawings supplied by the

engineer and the contract specification.

3. Traffic signs and road markings to comply

with the traffic signs  regulations and

general directions 2002.
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x-heightSign 50.0

WHITE

RED

WHITE

Class RA2 (12899-1:2007) 0.28sq.m

387mm

725mm

TS2

50m from crossing on existing posts for 3 months
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25.09.15A

ISSUED FOR RSA

SRC

DMMDMM

02.10.15B

RSA MINOR AMENDMENTS

SRC

ISSUED FOR CONSTRUCTION

SRCDMM

23.02.16C

ISSUED FOR CONSTRUCTION
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